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(h) The owner or operator shall deter-
mine compliance with § 60.483–1 or 
§ 60.483–2 as follows: 

(1) The percent of valves leaking 
shall be determined using the following 
equation: 

%VL = (VL/VT) * 100 

Where: 

%VL = Percent leaking valves 
VL = Number of valves found leaking 
VT = The sum of the total number of valves 

monitored 

(2) The total number of valves mon-
itored shall include difficult-to-mon-
itor and unsafe-to-monitor valves only 
during the monitoring period in which 
those valves are monitored. 

(3) The number of valves leaking 
shall include valves for which repair 
has been delayed. 

(4) Any new valve that is not mon-
itored within 30 days of being placed in 
service shall be included in the number 
of valves leaking and the total number 
of valves monitored for the monitoring 
period in which the valve is placed in 
service. 

(5) If the process unit has been sub-
divided in accordance with § 60.482– 
7(c)(1)(ii), the sum of valves found leak-
ing during a monitoring period in-
cludes all subgroups. 

(6) The total number of valves mon-
itored does not include a valve mon-
itored to verify repair. 

[54 FR 6678, Feb. 14, 1989, as amended at 54 
FR 27016, June 27, 1989; 65 FR 61763, Oct. 17, 
2000; 72 FR 64882, Nov. 16, 2007] 

§ 60.486 Recordkeeping requirements. 
(a)(1) Each owner or operator subject 

to the provisions of this subpart shall 
comply with the recordkeeping re-
quirements of this section. 

(2) An owner or operator of more 
than one affected facility subject to 
the provisions of this subpart may 
comply with the recordkeeping re-
quirements for these facilities in one 
recordkeeping system if the system 
identifies each record by each facility. 

(b) When each leak is detected as 
specified in §§ 60.482–2, 60.482–3, 60.482–7, 
60.482–8, and 60.483–2, the following re-
quirements apply: 

(1) A weatherproof and readily visible 
identification, marked with the equip-

ment identification number, shall be 
attached to the leaking equipment. 

(2) The identification on a valve may 
be removed after it has been monitored 
for 2 successive months as specified in 
§ 60.482–7(c) and no leak has been de-
tected during those 2 months. 

(3) The identification on equipment 
except on a valve, may be removed 
after it has been repaired. 

(c) When each leak is detected as 
specified in §§ 60.482–2, 60.482–3, 60.482–7, 
60.482–8, and 60.483–2, the following in-
formation shall be recorded in a log 
and shall be kept for 2 years in a read-
ily accessible location: 

(1) The instrument and operator iden-
tification numbers and the equipment 
identification number. 

(2) The date the leak was detected 
and the dates of each attempt to repair 
the leak. 

(3) Repair methods applied in each 
attempt to repair the leak. 

(4) ‘‘Above 10,000’’ if the maximum in-
strument reading measured by the 
methods specified in § 60.485(a) after 
each repair attempt is equal to or 
greater than 10,000 ppm. 

(5) ‘‘Repair delayed’’ and the reason 
for the delay if a leak is not repaired 
within 15 calendar days after discovery 
of the leak. 

(6) The signature of the owner or op-
erator (or designate) whose decision it 
was that repair could not be effected 
without a process shutdown. 

(7) The expected date of successful re-
pair of the leak if a leak is not repaired 
within 15 days. 

(8) Dates of process unit shutdowns 
that occur while the equipment is 
unrepaired. 

(9) The date of successful repair of 
the leak. 

(d) The following information per-
taining to the design requirements for 
closed vent systems and control de-
vices described in § 60.482–10 shall be re-
corded and kept in a readily accessible 
location: 

(1) Detailed schematics, design speci-
fications, and piping and instrumenta-
tion diagrams. 

(2) The dates and descriptions of any 
changes in the design specifications. 

(3) A description of the parameter or 
parameters monitored, as required in 
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§ 60.482–10(e), to ensure that control de-
vices are operated and maintained in 
conformance with their design and an 
explanation of why that parameter (or 
parameters) was selected for the moni-
toring. 

(4) Periods when the closed vent sys-
tems and control devices required in 
§§ 60.482–2, 60.482–3, 60.482–4, and 60.482–5 
are not operated as designed, including 
periods when a flare pilot light does 
not have a flame. 

(5) Dates of startups and shutdowns 
of the closed vent systems and control 
devices required in §§ 60.482–2, 60.482–3, 
60.482–4, and 60.482–5. 

(e) The following information per-
taining to all equipment subject to the 
requirements in §§ 60.482–1 to 60.482–10 
shall be recorded in a log that is kept 
in a readily accessible location: 

(1) A list of identification numbers 
for equipment subject to the require-
ments of this subpart. 

(2)(i) A list of identification numbers 
for equipment that are designated for 
no detectable emissions under the pro-
visions of §§ 60.482–2(e), 60.482–3(i) and 
60.482–7(f). 

(ii) The designation of equipment as 
subject to the requirements of § 60.482– 
2(e), § 60.482–3(i), or § 60.482–7(f) shall be 
signed by the owner or operator. Alter-
natively, the owner or operator may 
establish a mechanism with their per-
mitting authority that satisfies this 
requirement. 

(3) A list of equipment identification 
numbers for pressure relief devices re-
quired to comply with § 60.482–4. 

(4)(i) The dates of each compliance 
test as required in §§ 60.482–2(e), 60.482– 
3(i), 60.482–4, and 60.482–7(f). 

(ii) The background level measured 
during each compliance test. 

(iii) The maximum instrument read-
ing measured at the equipment during 
each compliance test. 

(5) A list of identification numbers 
for equipment in vacuum service. 

(6) A list of identification numbers 
for equipment that the owner or oper-
ator designates as operating in VOC 
service less than 300 hr/yr in accord-
ance with § 60.482–1(e), a description of 
the conditions under which the equip-
ment is in VOC service, and rationale 
supporting the designation that it is in 
VOC service less than 300 hr/yr. 

(f) The following information per-
taining to all valves subject to the re-
quirements of § 60.482–7(g) and (h) and 
to all pumps subject to the require-
ments of § 60.482–2(g) shall be recorded 
in a log that is kept in a readily acces-
sible location: 

(1) A list of identification numbers 
for valves and pumps that are des-
ignated as unsafe-to-monitor, an expla-
nation for each valve or pump stating 
why the valve or pump is unsafe-to- 
monitor, and the plan for monitoring 
each valve or pump. 

(2) A list of identification numbers 
for valves that are designated as dif-
ficult-to-monitor, an explanation for 
each valve stating why the valve is dif-
ficult-to-monitor, and the schedule for 
monitoring each valve. 

(g) The following information shall 
be recorded for valves complying with 
§ 60.483–2: 

(1) A schedule of monitoring. 
(2) The percent of valves found leak-

ing during each monitoring period. 
(h) The following information shall 

be recorded in a log that is kept in a 
readily accessible location: 

(1) Design criterion required in 
§§ 60.482–2(d)(5) and 60.482–3(e)(2) and ex-
planation of the design criterion; and 

(2) Any changes to this criterion and 
the reasons for the changes. 

(i) The following information shall be 
recorded in a log that is kept in a read-
ily accessible location for use in deter-
mining exemptions as provided in 
§ 60.480(d): 

(1) An analysis demonstrating the de-
sign capacity of the affected facility, 

(2) A statement listing the feed or 
raw materials and products from the 
affected facilities and an analysis dem-
onstrating whether these chemicals are 
heavy liquids or beverage alcohol, and 

(3) An analysis demonstrating that 
equipment is not in VOC service. 

(j) Information and data used to dem-
onstrate that a piece of equipment is 
not in VOC service shall be recorded in 
a log that is kept in a readily acces-
sible location. 

(k) The provisions of § 60.7 (b) and (d) 
do not apply to affected facilities sub-
ject to this subpart. 

[48 FR 48335, Oct. 18, 1983, as amended at 65 
FR 61763, Oct. 17, 2000; 65 FR 78278, Dec. 14, 
2000; 72 FR 64883, Nov. 16, 2007] 
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